
Manufactured by ISOBIT for Bituminous waterproofing ind     
 
Syria – Damascus/ Tel: 011-2320300/1/2  Fax: 011-4412862   www.isobitsy.com 

 
GENERAL DESCRIPTION: 
 

TOPSEAL is non- lonic bitumen coating consists of water based bitumen manufactured to conform to 
ASTM D1227 TYPE 111. 
The original color of TOPSEAL is dark brown, it changes to be flexible protective film with dark color 
after drying. 
The finished films are strong and prevent water and vapor leakage. 
 
FEATURES:  
 
- Resistance to salts that present in the soil and underground water. 
- Easy to apply. 
- Cold applied. 
- Good adhesion to concrete, metal, wood, cork, etc, 
- Non- flammable. 
- Versatile. 
- Economical. 
- Comply with ASTM D1227. 
 
USES: 
 
TOPSEAL generally used as a waterproofing and damp proofing material that adhere to a wide range 
of surfaces. 
It can be used as a protective coating for built roofing system and 
other exposed surfaces. 
 
APPLICATIONS AND INSTRUCTION:   
 
The treated surface must be sound and free from oil grease and all 
other foreign materials. 
When the surface is dusty, it must be primed with TOPSEAL 
emulsion diluted with 20% water and allowed to dry. 
TOPSEAL emulsion must be completely mixed before use. 
It can be applied with brush, roll, or spray. 
 
COVERAGE: 
 
To get 0.6mm dry film surface you should apply at a rate of 1.1 liter, apply the second coat at the same 
rate of the first coat. 
When applying the second coat the first coat must be dried. 
Coverage depends on the smoothness and porosity of the concrete surface and required thickness of the 
coat. 

 
 

TOPSEAL 
 

Cold Applied Water Base Bitumen Emulsion 
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STORAGE: 
 
TOPSEAL must be store under a covered area and it must be protected from direct sunlight TOPSEAL 
can be stored up to 12 months when stored in a good condition. Any failure of the above recommended 
conditions may result in the premature deterioration of the product 
 
PACKING: 
 
TOPSEAL is available in 15 - 20 liter pails and 200 liter drums. 
 
HEALTH AND SAFETY: 
 
Caution must be exercised when handling all bitumen products. Gloves and goggles should be worn to 
protect the cloth while application. In case of any splashes on the skin or eyes wash it with fresh water 
immediately  
Don't vomit after swallowing any of the products accidentally, and call the medical assistance 
immediately.  
 
TECHNICAL DATA: 
 

1.05 kg  Density  
Chocolate brown  Wet color  
Black  Dry color  
3 Hours  Setting time at 25 oC  
Homogeneous creamy gel  Consistency  
Prime coat : 30 minutes  
Seal coat : 4 hours  Drying time  

Non flammable  Reaction to fire  
+5C to +40C Application temperature  

 
 


