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SPECIFICATION AND USES: 
 

POLYBIT is a high range of bituminous waterproofing membranes modified with selected APP 
polymers to achieve the product with a high adhesion, POLYBIT reinforced with non-woven polyester 
by weight 150g/m2 It can be available with several weights of polyester under request. 
POLYBIT can be used as waterproofing/damp proofing membrane in the roof and base, water tank, 
tunnel, car park, generally for all waterproofing application.  
 

FEATURES:  
 
- Excellent waterproof and vapor barrier. 
- Easy for application and use. 
- High resistance to weather effects. 
- High flexibility at low temperature. 
- High resistance to shocks and tearing. 
- Resistance to chemical attacks. 
- Resistance for the salt and sulfates containing in soil. 
- Excellent tensile strength and good elongation. 
- Great endurance at high temperatures. 
 

THICKNESS AND SIZE: 
 
POLYBIT membrane is available in rolls with 1 m width 10 m length.  
The regular thickness available at 3 & 4mm, special thickness can be manufactured under request. 
The membrane covered with thin layer of P.E film in both the upper and lower surface in order to 
protect from adhesion while storage. 
It is easy to be burn. 
Top surface with sand or green slated is available.  
 

APPLICATION: 
 
POLYBIT application is easy and fast, it can be applied by torch on 
method. 

- Surface must be cleaned well and sound, free from dust and 
grease. 

- ISO prime mopped on the surface with an average of 250 g/m² 
according to the porosity in the concrete. 

- After 24 hours open the rolls on the primed surface and adjust the 
rolls  together in order to have overlap 10cm between each other 
and 15cm at the end lap. 

- Overlap again the roll without removing of the original situation. 
- Start to heat the lower surface until it melts and subsequent adhesion to the primed surface. 

The insulation Surface must be protected with a layer from heat insulation or ISO DRAIN (drainage 
system) to protect it from weather effects. 

 

POLYBIT 
 

Polymers modified Waterproofing Bituminous Membrane 
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APPLICATION BY HOT ASPHALT METHOD: 
 

Heat the asphalt to 220 oC and open the roll after modifying its position and spill the asphalt in front of 
the roll to 
get the membrane adhesion by asphalt. 
 
NOTE: 

- All the surface which needs to be insulated must be strong and steady and free from holes or 
projections or weak cement coats. 

- Coated with aluminum coat paint on the rolls after burning nylon film in case of leaving 
membrane exposed to direct sun. 

 
TECHNICAL SPECIFICATIONS: 
 

Examination Results Specification 
+1% 1x10 Roll size m 
+5% 3mm- 4mm- 5mm Thickness mm 
+5% 3.6kg- 4.8kg -5kg Weight kg/m2 

 150g/m2 polyester Reinforcement g/m2 
ASTM-D36 155 oc Softening point 
ASTM-D5 20- 30 d mm Penetration 

UNI8202 /15 -2 oc Flexibility at low temperature 
ASTM-D146 
ASTM-D146 

650 N/5 cm 
470 N/5 cm 

Tensile strength       longitudinal N/5cm  
                                 transversal   N/5cm 

ASTM-D146 
ASTM-D146 

43% 
50% 

Elongation               longitudinal N/5cm  
                                transversal   N/5cm  

UNI 8202/ 9 
UNI 8202/ 9 

165/N 
165/N 

Tear resistance        longitudinal  
                                transversal 

ASTM-D570 less than 0.14% Water absorption % 
ASTM-E96 absolutely impermeable Water vapor permeability 
ASTM-G53 not changing Resistance to ageing due to UV-radiation 

after 2000 hours 
UNI 8202/ 16 less than 0.05mm Creeping of membrane at 60o slopped at a 

test temperature of 110o during 120 hours 
of testing  

ASTM/E96 not impermeable Water impermeability 
ASTM G53 not changing Resistance to thermal ageing 

 
CAUTION : 
 
POLYBIT rolls must be stored vertically, and on one layer to avoid deforming the rolls on edges. 
 


